
Contact your sales representative for more information or visit our website at mainlinecollection.com

Product Specifications

Mainline® Garden Hose Fittings are manufactured by Tribal 

Manufacturing, Inc. and are ideal for use with any standard 

garden hose (3⁄4"). Many garden hose fittings are offered in 

standard adapter and connector styles as well as a swivel 

model. The swivel garden hose fittings allow the hose to spin 

freely of the threaded connection; preventing accidental 

disconnection as well as hose binding and kinking issues.
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TECHNICAL SPECIFICATIONS

Temperature: 35°F to 120°F
Max Working Pressure: 125 psi. Do not exceed the recommended pressure rating of the garden hose.

INSTALLATION INSTRUCTIONS

Thread the male end connection onto the female threaded fitting until a hand tight connection is made. Do not over tighten.
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GHLC-12-4 501615 LFA-GHLC124 3/4" FEMALE HOSE SWIVEL X 1/4" COMP 10 100 14

MLGHLC-12-6 501616-H LFA-GHLC126 3/4" FEMALE HOSE SWIVEL X 3/8" COMP 10 100 15

GHLC-12-8 501617 LFA-GHLC128 3/4" FEMALE HOSE SWIVEL X 1/2" COMP 10 100 16

No.GHLC FHT Brass Compression Swivel Elbow Lead Free

WARRANTY
Mainline® Garden Hose Fittings will be covered by Tribal Manufacturing, Inc.’s limited warranty. It is as follows:

The manufacturer warrants all products to be free from defects in materials and workmanship for 5 years from 

date of purchase provided that the products are used under normal operating conditions and for the use 

intended. The fittings must be installed by a licensed contractor. The manufacturer will replace the amount of 

proven defective product with a like quantity free of charge.

*

* Denotes product is made in the USA


