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Leak Detector

CAUTION 
Keep out of reach of children and pets. Do not allow to be taken internally. If swallowed, seek immediate 
medical attention. Do not induce vomiting.

MSDS
See MSDS sheet for more details.

Warranty
See warranty information for more details.

All dimensions listed are nominal. MAINLINE® reserves the right to make product and material changes at any time without notice.

Description
Mainline Leak Detector is formulated to locate 
gas leaks in pipe lines, valves, pressure vessels, 
cylinders, tanks, etc. After applying leak detector 
directly from container to exterior surface, large 
bubbles will appear if there is gas escaping. May 
be used to find leaks of air, natural gas, 
refrigerants, CO2 and most other gases. This 
product is non-toxic, non-flammable and non-
freezing to -10°F.

Directions for Use
• Do not dilute this product. Use directly from 

container.

• Apply Leak Detector to pipe joint of any other 
part of vessels being checked.

• If no bubbles appear immediately there is no 
leak.

• If bubbles appear there is a leak. The bubbles 
will last for a long enough period to assure 
detection.

• Leak Detector will not cause corrosion if excess 
material is not wiped from joint. The material is 
non-staining on metal surfaces.
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Part No. Size

ML15050 8 oz.

Ingredients

Propylene Glycol C.A.S. NO. 57-55-6

Surfactant C.A.S. NO. 25155-300-0


